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SCANNING ELECTRON MICROSCOPE OBSERVATIONS OF FRACTURE
SURFACES OF FATIGUE SPECIMENS OF ANNEALED TYPE 316

STAINLESS STEEL

INTRODUCTION

The prediction of crack growth rates in flawed structures subjected to cyclical loading
is currently under active investigation. The problem is particularly difficult in the elevated
temperature regime, where creep processes may cause relaxation of the crack tip stresses
and where environmental effects may influence the crack behavior. Shahinian and Michel
and their co-workers at NRL [1-3] have extensively examined fatigue crack propagation in
the austenitic stainless steels Type 304 and 316. Their purpose was to characterize the
influence of test temperature (4270C and 5930C) (800 and 11000 F), material conditions
(solution annealed, cold worked, aged at 5930C (11000 F), and neutron irradiated), and
hold time (0.1 and 1.0 min) on the crack propagation rate in single-edge-notched cantilever
beam specimens cycled under zero-to-tension loading in air.

The purpose of the present investigation was twofold. First, the fracture surfaces of
annealed Type 316 stainless steel specimens tested in previous investigations [1-3], and
generously provided by those authors, were examined by scanning electron microscopy (SEM)
to characterize the failure mode. Second, the SEM data and the fatigue crack propagation
data previously generated [1-31 were critically examined from the microstructural perspective
with the objective of searching for unifying principles to correlate the data. Those previous
studies contained interpretations of the results based upon the information available at the
time of the investigation. Insofar as possible, however, the present analysis has been done
independently of the previous interpretations, to avoid bias and to find out if similar
conclusions are reached when the subject is approached from the microstructural perspective.
In many cases the conclusions are similar, as would be expected, but the microstructural
approach has provided several new insights into the mechanisms of fatigue crack propagation.

The plan of presentation is first to briefly review both the experimental procedures
under which the crack propagation data were obtained and the SEM techniques used to
examine the specimens. Next, the SEM observations are presented in the context of the
fatigue history for each specimen. Some of the unifying principles that provide a framework
for interpreting and evaluating the results are then discussed. The next section contains a
discussion and interpretation of the results for each of the three material and test-temperature
conditions that showed a unique response. These were the solution-annealed material tested
at 4270C (8000F), the solution-annealed material tested at 5930 C (1100 0 F), and the aged
material tested at 5930C (1100 0 F). The conclusions reached in previous studies [1-3] are
then discussed in light of the additional information generated in this study, and some
unresolved issues are cited. Finally, the conclusions and implications are summarized.

Manuscript submitted May 18, 1977.
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SMIDT AND PROVENZANO

EXPERIMENTAL PROCEDURE

Complete details of the materials, specimen history, fatigue test procedures, and data
analysis methods have been previously reported [1-3]. Only the pertinent variables and
techniques required to provide background for the reader are summarized in this report.

Single-edge-notched cantilever beam specimens were cycled under zero-to-tension
loading to a constant maximum load at a frequency of 0.17 Hz using a sawtooth waveform,
as shown in Fig. la. The tests were conducted at 427CC (8000F) and 593CC (11000F) in an
air environment. The effect of static loading (hold time) was examined by holding the max-
imum load for 0.1 and 1.0 min before returning to zero load, as shown in Fig. lb. The Type
316 stainless steel tested in these experiments had a composition, in weight percent, of (OAGO
C, 1.72 Mn, 0.012 P, 0.007 X, 0.40 Si, 17.30 Cr, 13.30 Ni, 2.33 Mo, 0.65 Cu, 0.30 Co, 0.012
Al, 0.003 Ti, and 0.0005 B. Material conditions examined included material solution-annealed
at 10900C (20001F) for 1 h and material additionally aged for 5000h in air at 5980C (110ff).
The fatigue data were analyzed to yield crack propagation rate da/dN as a function of the stress
intensity factor range AK.

The SEM specimens were machined to a size of approximately 20.0 mm X 9.0 mm
X 2.5 mm from the failed fatigue specimens. The fracture surfaces of most of the specimens
were oxidized to some extent, depending on the previous fatigue test conditions. An initial
attempt to clean the specimen surfaces utilized ultrasonic cleaning in acetone and alcohol.
Where the ultrasonic cleaning was not effective, an inhibited HCl solution composed of 100
mQ 6N HCI with 0.2 g hexamethylene-tetramine was used to remove the oxide film (4]. This
oxide removal method does not attack the metal surface, as documented in the studies of
Brooks and Lundin 5l] and confirmed by the present observations. The specimens tested
at 593-C {1100oF) had a particularly heavy and tenacious oxide layer that required an
additional step in oxide removal processes: stripping with cellulose acetate tape. This
technique is similar to the one used in preparing replicas of fracture surfaces (6]. After
cleaning, the specimen was mounted to the SEM sample-holder adaptor with a conductive
cement and was dried overnight in a dessicator.

0 

LOAD

0~~~~~~~~~~

TIME

Fig. 1 - Waveforms used for fatigue testing (3]. (a) 0.17 Hz -
zero hold time; (b) 0.1-and 1-min hold times
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The specimens were examined on a Coates and Welter scanning electron microscope
(SEM) using the secondary electron emission mode. At magnifications of 500X or less, the
instrument was operated with the accelerating voltage in the Low Voltage Mode (840-900 V);
at magnifications above 50OX the High Voltage Mode (18-15.5 kV) was used. The specimen
was positioned so that the fracture surface was oriented at an angle of 450 with respect to
both the electron beam and the detector and so that the length of the specimen was parallel
to a stage translation direction. This particular orientation lessens the amount of refocusing
necessary when the specimen is laterally translated and also minimizes magnification corrections.
Stereo pairs with a separation of 60 were taken of selected areas where required to distinguish
topographic features.

EXPERIMENTAL RESULTS

Three distinguishable types of failure behavior were identified from the SEM examination
of these AISI Type 316 stainless steel fatigue specimens. The failure modes appeared to be
inrast strongly influenced by test temperature and thermomechanical history, but under certain
conditions they were also influenced by hold time. The results are presented in the following
sequence: (a) solution-annealed material tested at 427CC (8000F), for all hold times), (b)
solution-annealed material tested at 593CC (11000 F) (for all hold times), and (c) material
aged at 5930C (1100 0F) for 5000 h and tested at 5930 C (11000F) (for all hold times). This
sequence represents something of an ascending order in the complexity of the results.

The crack propagation data in the previous investigations [1-3] were analyzed and presented
in the form of log da/dN vs log AK curves, which, for easy reference, are also included in this
report. These curves were derived from graphical and computer analyses of the change in crack
length during the fatigue test and from AK values corresponding to that crack length, which
were calculated according to the expression for K in pure bending given by Gross and Srawley
[7]. The results approximate a linear behavior when plotted as log da/dN vs log AK. Changes
in slope of the curves are sometimes observed. Possible causes of these changes in slope are
examined and their significance assessed in the section "Discussion of Test Results."

Consider first the solution-annealed material tested at 4270C (8000F). The crack growth
rate data from the tests [31 is presented in Fig. 2. As can be seen in the figure, the growth
rate per cycle increases from approximately 7.5 X 10-5 mm/cycle (3 X 10-6 in./cycle) at 22
MPa/'iiT (20 ks/in.) to about 3.8 X 10-3 mm/cycle (1.5 X 10-4 in./cycle) at 55 MPa1,/E
(50 ksi'I). In this range it approximates a linear behavior. At low magnifications the fracture
surface shows a transgranular mode of failure with irregular topography from grain to grain.
At high magnifications fatigue striations can be found on the surface, as illustrated in Fig. 3,
for both low, 22 MPayVii (20 ksiri-.), and high 44MPaN/mi (40 ksi-yii.), AK regimes of the
test. These striations are typical of those found in ductile metals [8] as a consequence of the
alternate extension of the crack by shear and the subsequent compression of the crack tip
region during the unloading part of the cycle. It is readily apparent that the striation spacings
increase as one goes to higher AK values, and measurements of the striation spacing at both
high and low AK. show a close correlation with the calculated da/dN values. The imposition
of a hold time had no noticable influence on either the crack growth rate, as can be seen in
Fig. 2, or the appearance of the fracture surface, as can be seen in Fig. 4.
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(a) (b)

(c) (d)

Fig. 3 - Fracture surfaces (SEM) of a solution-annealed stainless steel specimen tested at 42700 (800 0 F)
with 0.1-min hold time. The SEM micrographs were taken at crack lengths that correspond to the following
AK values: (a) 22 MPa..§t(20 ksi~FiW ), (b) 27.5 MPa\iW(25 ksiTh.),(c) 33 MPa.5_(30 ksiJl.),and
(d) 44 MPaJiiT(40 ksijii.). Arrows indicate direction of macroscopic crack propagation. Transgranular
features with distinct fatigue striations can be clearly seen in the micrographs.
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(a) (b)
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(c) (d)

Fig. 4 - Fracture surfaces (SEM) of a solution-annealed stainless steel specimen tested at 4270 C (800 0 F)

with I-min hold time. The SEM micrographs were taken at crack lengths that correspond to the following
AK values: (a) 22 MPafm(20 ksiJ-), (b) 27.5 MPaJW(25 ksivii.),(c) 33 MPa'1 fii(30 ksij) and
(d) 44 MPa.,/i (40 ksiyl). Arrows show the direction of macroscopic crack propagation. As was the
case for a hold time of 0.1 min, transgranular features with clear fatigue striations can be seen in the

micrographs.
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Crack growth rate data for the solution-annealed material tested at 593CC (11000F)
[3] is presented in Fig. 5. The crack growth rate for the specimen tested with no hold
time increases from approximately 5 X 10-4 mm/cycle (2 X 10-5 in./cycle) at about 22
MPa\iiT (20 ksiViiI) to about 3 X 10-3 mm/cycle (1.2 X 10-4 in./cycle) at about 55MPa&/ii
(50 ksiy'ii). This crack growth rate is higher than the growth rate at 4270C (8000 F) for
comparable values of AK. The crack growth rate curve is nearly linear in the AK range
from 26 MPaViii(24 kshin.) to about 44 MPaV'ii (40 ksiV"1W), but there are changes in
slope both above and below the midrange region. The introduction of 0.1-and 1.0-min hold
times during the fatigue cycle increases the crack growth rate da/dN, as compared to the
test with no hold time. Above 44 MPavm/iW(40 ksi,/W.) the zero and 0.1-min hold time
curves show an anomalous decrease in the slope. This is considered in more detail in the
discussion of test results.

lMPaOSE
20 40 60 80 100

I OLL ON A N lEA
TYPE 316 STAINLESS STEEL

-SOL8T ON ANNEALED|ho
I62

v- _iEfu ene11000Fl
Z 

cg 105 i gdTp 1 tils te 3

-INAGED--

w

T ~~~~~~~~~Fig. 5 -Effect of hold time on fatigue
1 20 AGED 5000 HR1 0

oyTical crack growth rate da/dN in air at 593°witIhF r C (1100 F) for unaged and thermally
aged Type 316 stainless steel [3]

(9 *~~~ZERO HOLD TIME
C ~~~~OI0 MIN HOLD
It a *~~~ .0 MIN HOLD 5

-UNAGED AGED

10 20 '10 60 80 100
STRESS NT ENS TY FACTOR R A NGEAK(KSIA/N I

Typical SEM micrographs of the solution-annealed specimens tested at 5930C (11000 F)
with no hold time are shown in Fig. 6. As in previous figures, these micrographs include
representatives from regions of both low and high values of AK. For crack lengths up to
16mm (0.6 5 in.), which corresponds to a AK value of 33 MPaV/iii(30 ksiVlii_), the failure
mode was mixed, containing areas where intergranular failure, as well as the more predominant
transgranular failure mode, was clearly evident. At AK values above 33 MPaVrii(30 ksi VI;),
the failure mode was transgranular, and clear striations were observed, as shown in Fig. 6.
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(a) (b)

(c) 0d)

Fig. 6- Fracture surfaces of a solution-annealed Type316stainless steel specimen tested at593C(11001F)
with zero hold time. The SEM micrographs were taken at crack lengths that correspond to the following
AK values: (a) 22 MPa. 57(20 ksii4 (b) 27.5 MPa\/TW(25 ksiJ/ii), (e) 33 MPa*Jii(30 ki/)and
(d) 44 MPajmi (40 ksihih). Arrows show direction of macroscopic crack propagation.

The striation spacings agin correlate with the da/dN values calculated in the fatigue data
analysis. The introduction of a 1-minmhold time during the fatigue cycle caused the material
to fail intergranularly for all values of AK. This is clearly evident in the SEM micrographs
in Fig. 7. As mentioned earlier, there was some indication of a hold time effect at 5930C
(11000F) in the fatigue data, although the trend was not clearly outside the limits of experi-
mental scatter. The SEM msicrographs clearly show a change in microstructure and confirm
the presence of a hold time effect.
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dlw ..S . - i_ L. - -_ '
(a) (b)

(c) (d)

Fig. 7 - Fracture surfaces of a solution-annealed Type 316 stainless steel specimen tested at 5930 C
(1100 F) with -mmin hold time. The SEM micrographs were taken at crack lengths that correspond to the
following AKvalues: (a) 22 MPaN/.), (b) 27.5 MPaiim (25 ksiAEin), (c) 33 MPaq'iii (30 ksialE), and
(d) 44 MPay/'W (40 ksi\/Ii). Arrows show direction of macroscopic crack propagation. Micrographs
show that the failure mode wasrmastty intergranular for all AK values.

Figure 5 also shows crack propagation data for the aged material tested at 5930C (11000F)
[3]. As can be seen in the figure, the growth per cycle goes from approximately 2 X 10-4
mm/cycle (8 X 10-5 in./cycle) at a AK value of about 22 MPaygi (20 ksiV/ii), to approx-
imately 7.5 X 10-3mm/cycle (3 X 10-4 in./cycle) at a AK value of about 72 MPa,\;i (65 ksi
,/i.). Except for the slight variations in the slope at the lower and upper ends of the curve, the
data are linear on the log-log plot. The crack growth rate in the aged material is less than
that in the solution-annealed material at this same temperature but is slightly faster than the
growth rate in the solution-annealed material tested at 4270C (8000F). The slope of the log
da/dN vs log AK curve is about the same as that found in the solution-annealed specimens
tested at the same temperature. No hold time effect is apparent in the fatigue data.

9
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Typical SEM micrographs of the zero hold time specimens are shown in Fig. Ba and Sb of
the 1-min hold time specimens in Fig. Sc and 8d. The failure mode is transgranular but of a '
different nature than that observed for the test and material conditions previously described.
The fracture surface shows features of microvoid coalescense, which is typical of a ductile
rupture failure process. Inclusions, probably the carbide precipitates formed during aging,
can be clearly seen in all panels of Fig. 8 as the light-colored features in the center of the
microvoids. The microvoids appear to be larger in the specimen tested with 1-min hold time.

ha} Eb)

(c) (d)

Fig. 8 - Fracture surfaces (SEM) of solution-annealed, thermally aged Type 316 stainless steel specimens
tested at 593-C (IIOOAF). Specimens (a) and (b) were tested with zero hold time; (c) and (d) were
tested with p-mn hold time. The SEM micrographs were taken at crack lengths that correspond to the
following AK values: (a) 22 MPafy¶ (20 ksiVW), (b) 27.5 MPaii? (25 ksivQ.), (c) 22 WPavIW (20
ksihn,), and (d) 27.5 MPalJi (25 ksiW.). Arrows show direction of macroscopic crack propagation.
For both sets of test conditions the micrographs show that specimens failed transgranularly by microvoid
coalesence. In the case of 1-min hold time, the void size tends to increase with higher AK value.
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The voids also tend to increase in size with increasing AK. The basic fatigue features are
the same in both specimens. That is, wherever the oxide layer has been removed by the
cleaning process, microvoids can be seen (Fig. 8a-8d, 9a and 9c). In contrast, where the
oxide layer still covers the fracture surface, striations are visible, especially in the later
stages of crack growth when the AK values are high (Fig. 9b and d). The striation spacings
compare quite well with the corresponding crack growth rates in the mechanical data.

(a) (b)

(c) (d)

Fig. 9 - SEM micrographs of a solution-annealed thermally aged Type 316 stainless steel specimen tested
at 5930 C (11000F). Specimens (a) and (b) were tested with no bold time; (c) and (d) were tested with
bold time. The micrographs were taken at crack lengths corresponding to the following AK values: (a)
37.5 MPa-]i7;(35 ksi./iJ), (b) 44 MPa.i (40 ksi/ifh.), (c) 37.5 MPa5i, (35 ksiflW.), and (d) 44 MPa
>/i (40 ksi./W), Arrows show direction of macroscopic crack propagation. Microvoids can be seen
wherever the oxide layer has been removed. Clear striations are visible where the oxide layer still covers the
fracture surface.
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DISCUSSION: A SEARCH FOR UNIFYING PRINCIPLES

The previous results show a variety of behaviors depending on the test conditions and
thermomechanical history of the material. The cause-and-effect relationship of these various
behaviors is not readily apparent. One of the primary objectives of this report is to attempt
to identify behavioral trends in the data. A brief digression is therefore in order to review
some of the unifying principles which have been found for fatigue in other materials and to
suggest an approach based on deformation mechanism maps that makes maximum use of the
microstructural information gained from the SEM observations. This discussion provides the
framework for the interpretation and generalization of results to be discussed in detail in the
following section. Those readers intimately familiar with the field may wish to scan this sec-
tion, simply noting the rationale developed to support the conclusions in the later section.

An excellent review of behavioral trends in fatigue crack propagation (FCP) has been
prepared by Spiedel [9]. His work provides the basis for suggesting several similar trends in
the present work. The development of linear elastic fracture mechanics (LEFM) has provided
the framework to define the test conditions under which fracture behavior is independent of
specimen geometry. LEFM can also be applied to fatigue crack propagation to define geometry
that will yield valid test results. Paris and Erdogan I110] found that a good correlation could be
made of crack growth rate per cycle da/dN with the stress intensity factor K using an empirical
relation of the form da/dN = C (AK) n where AK is the range of K values and C and n are
material parameters. A wide variety of materials shows linear behavior when the fatigue crack
propagation data for purely elastic loading are displayed on log-log plots. As noted in the
previous section, this analytical method was applied to the NRL results [1-31.

Speidel has shown that a further generalization can be made if one plots the data as a
function of AK/E, where E is the elastic modulus 119]. When this is done for tests conducted
in vacuum, the crack propagation data for materials ranging from copper to molybdenum
can be fitted to the same curve with a value for the exponent n of about 3.5. It further
appears that tests conducted over a range of temperatures can be correlated by taking into
account the temperature dependence of X, again with the provisos that the tests are in vacuum
[11] and that loading is in the elastic range. These observations provide a basis for searching
for behavioral trends.

Further generalizations about FCP data can be made if one considers the limits of AK
to be expected. An upper limit on AK will obviously be imposed by the fracture toughness
of the material, and the approach to this limit would be manifested as a rapid increase in the
slope of the crack growth rate curve. Plastic overload would also terminate the test when
instability and necking occurred. Intervention of both of these phenomena would cause an
increase in slope as the limit was approached. A lower limit or threshold AK, below which
the crack will not propagate, also has been postulated but is not firmly established. No effects
arising from LEFM would produce a change in slope in the midrange of the test.

The fact that the fatigue behavior of so many materials can be correlated by the da/dN
vs AK plots suggests either that the deformation properties of the material have little influence
on crack propagation or else that a single deformation process with a limited range of values
is operative in all the materials for the range of conditions under which tests have been per-
formed.

12
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Linear elastic fracture mechanics threats materials as a perfect elastic continuum.
Differences in material properties such as strength and ductility do not have a major
influence on the analysis, even though it is clear from the examination of the fracture
surfaces that some deformation is occurring prior to failure. Irwin has shown that this
plasticity can be incorporated into the LEFM analysis by adjusting the crack length by
the plastic zone size rp = C(AK/uy,) 2 .

The plastic zone size thus changes less than an order of magnitude over the range of
AK values for the fatigue test. If the plastic zone size does not change appreciably and
it the deformation mechanism controlling failure does not change, then perhaps the simi-
larity of the fatigue crack propagation data in vacuum is not so surprising.

To examine the possible ways in which the deformation behavior of the material
might influence the crack propagation behavior, another unifying principle is needed. The
deformation mechanism map of Ashby [12] may provide such a tool if it can be adapted
to failure behavior. Crack propagation in ductile materials is controlled by deformation
in the localized region ahead of the crack tip, much as if the region were a miniature
tensile specimen (strain-limited failure). Some insight into the possible processes that may
occur can thus be gained by looking at analogous behavior in deformation of bulk samples.
Ashby [12] has suggested a useful way of classifying deformation in normalized stress and
temperature space (ar/p and T/TM) by mapping the regions in which different mechanisms
control the deformation process. The deformation mechanism map for nickel, which has
been extensively studied and which should be similar to maps for stainless steels, is shown
in Fig. 10a. Most materials show the same general mechanism fields although the extent
of the various fields may differ somewhat. Note that dislocation glide occurs above the
yield strength at all temperatures. Also, a large elastic regime is present at all temperatures.
In fact, the boundary of the elastic region is determined by the ability to detect plastic
strain. At elevated temperatures (about 0.45 TM), dislocation creep, Coble creep (diffu-
sional flow by grain boundary transport), and Nabarro-Herring creep (diffusional flow by
bulk diffusion) appear. There may be additional mechanisms, depending on whether grain
boundary sliding is a separate mechanism or a form of Coble creep. Deformation mech-
anism maps show at a glance the possible mechanisms that may control deformation for
a given set of test conditions.

A partial deformation mechanism map for AISI 304 Stainless Steel conditions, with
isostrain-rate lines indicated, is shown in Fig. 10b [13]. It is similar to the map for nickel.
The test temperatures used in the current tests, which correspond to homologous temperatures
of 0.42 TM and 0.52 TM, that show plastic deformation might occur by Coble creep,
dislocation creep, dislocation glide, or some combination of mechanisms, depending on the
stress level (Fig. 10b). Stresses ahead of the crack may vary from somewhere in the elastic
regime to something over the yield stress, depending on the loading conditions and the stress
concentration ahead of the crack. This difficulty in defining the region that controls the
deformation and the stress level in that region make it impossible to apply the deformation
map formalism quantitatively to failure behavior. There is also the possibility that the mech-
anism controlling deformation does not influence the failure behavior. However, if defor-
mation is by Coble creep rather than by dislocation motion, this should be evident in SEM
observations of the fracture surface. Other distinctions may also be possible after more
detailed study.
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The discussion up to this point has established that fatigue crack propagation in vacuum
for temperatures below 0.4 TM follows fairly well-defined trends which depend on the K
level and number of cycles. However, above 0.4 TM, the possibility of time-dependent
processes must be considered. Hold-time tests are often employed in an attempt to separate
the cyclical component of crack growth from the time-dependent component. Hold-time
tests are often analyzed by plotting da/dN vs AK and da/dt vs AK. If the hold time produces
a deviation in da/dN vs AK from that in purely cyclic tests, then it is concluded that a time-
dependent process is present. Likewise if daldt vs AK curves for both hold time and static
loading show the same behavior, then only a time-dependent process would be occurring. The
first approach is useful for defining a threshold for time-dependent processes. There are
serious difficulties with the second approach, however, because deformation relaxes the crack-
tip stress intensity, and the assumptions upon which the definition of AK are based are no
longer valid. Haigh [141, for one, has reviewed several sets of test data for this regime and
shown the LEFM approach to be in valid. He suggests that there are two reasons for the
surprisingly good correlation between da/dt and AK in such tests. The first is an implicit
dependence of the AK factor on stress, and the second is the narrow range of K/a values
found for most test specimens; as a result the tests do not show large differences in stress
relaxation during the test.

Landes and Begley [15] and Dowling and Begley [161 have examined possible approaches
to a more general treatment of fatigue crack growth where gross plastic deformation occurs
and the LEFM formulation is not valid. Such an approach directly acknowledges the inability
to separate cyclic and creep deformation at elevated temperatures and provides the formalism
for treating both together in the same test. However, J-integral tests are still in the development
stage, and they are not as simple and direct as current fatigue test methods, so a practical
approach is still to be developed.

Time dependence in fatigue tests may arise from either time-dependent deformation
processes or time-dependent environmental attack. Spiedel [9] has reviewed the literature
of these effects and has shown that fatigue tests conducted in air typically show an increase
in crack growth rate by a factor of 2 or 3 over tests conducted in a vacuum at room temperature
This increase in growth rate usually does not change the slope of the log da/dN vs log AK
curves; it simply translates them to faster growth rates. Elevated temperature tests under
conditions where oxidation is severe often show additional increases in growth rate, frequently
accompanied by the onset of intergranular failure. The time dependence of environmental
attack in air could arise from growth of an oxide film or from diffusion of oxygen into the
crack tip region, both time-dependent processes.

In conclusion, a survey of the literature of FCP indicates that most FCP data in vacuum
with loading below the elastic limit fall in a narrow band when plotted as a function of log
(da/dN) vs log (AK/E). Deviations occur when the temperature is increased to the range in
which time-dependent deformation is detectable during the time period of the loading cycle
and when the tests are conducted in air. A consideration of deformation mechanism maps
suggests that such maps may be useful in correlating the deformation processes in the plastic
zone ahead of the crack with SEM observations of the fracture surface.
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DISCUSSION OF TEST RESULTS

Reproducibility and Validity of Test Results

The fatigue crack propagation data derived from the tests described in this report
exhibit changes in slope and shifts in crack growth rate. Some of these features can be
correlated with physical processes and some cannot. It is therefore useful to examine some
of the factors that influence the reproducibility and validity of the data so as to have some
perspective on the significance of changes in slope and of relative comparisions of different
tests. Three aspects of the test results will be considered: (a) the reproducibility of fatigue
crack propagation data, (b) the significance of changes in slope in dajdN vs AK curves, and
(c) the proximity of the applied stress to the yield stress. A number of experimental factors
can introduce uncertainty into the test data and thus produce scatter in the data from one
test to another. Probably one major source of uncetainty is inability to measure the true
crack length inside the specimen and to properly allow for curvature in the crack front.
Curvature of the crack front can be influenced by specimen geometry, stress concentrations
from side grooves, local stress concentrations from inclusions, premature failure at inclusions
and possibly by other factors. Curvature of the crack front can be seen in arrest markings
where the crack has temporarily been stopped. Although admittedly such markings show
the curvature for a condition of crack arrest rather than motion, they can be used to estimate
the uncertainties that might arise in the da/dN va AK curves from curvature of the crack front.
The largest deviation in crack length (difference between the length at the surface and the
length at the specimen center) observed in these specimens was 1 mm in the aged specimens
tested at 5930 C (1100 F) with a 1-min hold time. This deviation would produce an uncertainty
in AK of about ±10% and a corresponding uncertainty in the crack growth rate (da/dN) of
about ±20%. Other sources of error are the accuracy of the load measurement and application,
which will vary with experimental apparatus, and the resolution limit for measuring the crack
length. This latter is sometimes complicated by cracks that are poorly defined because of
branching or intermittent growth, especially in the high-AK regime of the tests.

James 117] has reviewed the influence of specimen design on the scatter band for fatigue
crack propagation data in annealed Type 304 stainless steel tested in air at room temperature.
Ten different specimen designs gave results reproducible within a factor at 3.8 between the
lowest and hightest values of daldN. Experience at NRL on a single design specimen tested
at elevated temperature in air shows better reproducibility with a scatter band about half
that reported by James, or a factor of 2. Relative uncertainty during a single test is, of
course, much less.

Another feature of interest in the test results is the change in slope exhibited by many
of the log da/dN vs log AK curves. These changes in slope are especially pronounced in tests
of solution-annealed material at 593'C (1100F) for 0- and 0.1-min hold times, where a
decrease in slope occurs at about 44 MPax/i (40 ksiNi.). Lesser changes of slope are
observed at the high-AK end of the curve.

As noted in the previous discussion of unifying principles, there is no mechanism in the
LEFM analysis that would lead to a decrease in slope. If any change were to occur as a
result of approaching the fracture toughness limit or plastic instability, it would be an increase
in slope. SEM examination of the fracture surface of the zero-hold-time specimen in the area
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corresponding to the decrease in crack growth rate reveals no features markedly different
from those in the low-AK end of the curve, although there is a change in the extent of
intergranular failure at about 33 MPaViW (30 ksiV'iin). Another possible cause for a decrease
in slope at the high-AK end of the test is the relaxation of stress intensity due to creep and
the resultant failure of the assumptions for valid AK measurements. This would tend to
make the AK values calculated from the load higher than the true AK, if it still had any
significance. Crack branching and intermittent cracking ahead of the main crack are occa-
sionally noted in the high-AK portion of elevated temperature tests, and this too would
invalidate the analysis beyond that point. The cause of the slope changes in the high-AK
end of the tests has not been uniquely identified, but there appears to be a strong possibility
that these effects originate in test conditions or procedures, and therefore no great significance
should be ascribed to them until contrary evidence is found.

The final question of concern regards the stress range in the region ahead of the notch
and the proximity of this stress to yield stress. The nominal stress aN ahead of the crack
can he estimated from the flexural formula for beam bending. The nominal stress is given
by

6PL
N B(W-a)

where L is the distance from the crack plane to the point of load application, W is the
specimen width, a is the total crack length, B is the specimen thickness, and P is the applied
load. At 4270C (8000 F), the formula yields a nominal stress value of about 139 MPa (20
200 psi) at the beginning of the test, corresponding to a AK of about 22 MPa,/ (20 ksiliWn),
and a nominal stress value of about 416 MPa (60 400 psi) toward the end of the test at a
corresponding AK value of 66 MPaJE (60 ksiy'i.). Similarly, at 5938C (1100iF), the formula
yield values of 108 and 351 MPa (15,700 and 59,900 psi) in the lower 22 MPa,/ (20 ksi/iW)
and upper 66 MPaV\iii (60 ksivii.) ends of the test. These nominal stress values would exceed
the 0.2% off set yield stress ay, for solution-annealed 316 steel, at 427°C (800°F), by 1.15
at the start of the test and increase to about 3.7 uy, at the end of the test [18]. At 6930C
(1100'F) the ratio of uNvlcrys goes from about 0.9 to 3, respectively. The stress concentration
ahead of a notch in the triaxial stress state is approximately a factor of 3 higher than the
uniaxial yield stress, so the initial portions of the tests are well within the elastic limit, but
the end of the test may exceed the elastic limit.

Solution-Annealed Material Tested at 4270C (8000F)

The first question of concern in classifying the fatigue behavior in austenitic alloys is
the influence of the air environment on the fatigue behavior. Although for all the specimens
examined in this report the tests were conducted in air, some data on vacuum tests and tests
in inert environments are available in the literature, and they provide a base line for comparison.
The review of the data available on austenitic alloys by James [17] shows that, for tests con-
ducted in vacuum or in an inert environment, the crack propagation rate increases only slightly
when the temperature is increased from room temperature to 650CC (1200 0 F). In contrast to
the data from vacuum tests, tests in air show an increase in crack growth rate with increasing
temperature [171. A comparision of data from vacuum tests on solution-annealed. Type 316
at 538CC [17] with the NRL results on crack propagation in air at 4270C (8000 F) shows
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roughly a factor of 3 increase in crack propagation rate in the air tests. Smith et al. [191
have studied the effect of oxygen pressure on crack growth rate in 316 stainless steel using
resonance fatigue specimens at 50CC (932CF) and 8000C (14820F). Their study showed
that increasing the oxygen pressure over the range 1.33 X 10-4 N/in2 (1o6 torn) to 1.08 X
10-5 N/M2 (810 torr) caused an increase in crack growth rate of 1 to 2 orders of magnitude
compared to the vacuum tests. The crack growth rate appeared to increase with increasing
oxygen pressure until monolayer coverage of newly exposed surface occurred during the cycle
time of the test. Further increases in oxygen pressure did not produce an additional increase
in crack growth rate. The crack path was observed to be transgranular for all oxygen pressures.

The SEM observations of the solution-annealed Type 316 tested at 427CC (80{°F) in the
present experiments showed a ductile failure mode propagating transgranularly. At higher
magnifications, striations typical of those expected for a ductile material were observed. The
striation spacing increased with crack length and correlated well with the calculated macroscopic
crack growth rate (Figs. 3 and 4). Although SEM observations of the fracture surface were not
reported for the vacuum tests cited in 1171, it should be reasonable to assume the failure mech-
anism in that case was also a ductile tearing and that striation markings were also present. In
air, 427°C (8000F) an oxide layer appears to form which accelerates the crack growth rate by
a factor of 2 to 3 but produces no readily visible microstructural feature that would distinguish
it from FCP in vacuum. Hold times up to 1 min do not accelerate the growth rate per cycle, no.
is any evidence of a change in microstructure seen, thus indicating neither a time-dependent
deformation process nor a time-dependent environmental attack in the time period from 0.1
to 1 min. It is also interesting to note that a careful examination of the surface along the entire
crack length shows no indication of a change in deformation mode as the crack length increases
(AK and 0 N increase). These observations indicate that the same failure process controlled
during the entire test and that general yield was not exceeded in the triaxial stress state.

Solution-Annealed Material Tested at 593°C (11000F)

An increase in test temperature from 427'C (800tF) to 593C'C (1100F) produced an
order-of-magnitude increase in the crack growth rate in solution-annealed Type 316 tested
in air at AK levels comparable to the 427°C (SookF) test. Imposition of 0.1-min and 1.0-mm
hold times progressively increased the crack growth rate. Above 44 MhPaii (40 ksiV.) the
zero-hold-time curve showed a well-defined change in slope to much lower growth rates. SEM
observations of the fracture surface of the zero-hold specimen at various points along the crack
path showed patches where intergranular failure had occurred at crack lengths up to 1.65 cm
(0.65 in.) which corresponds to a AK value of 33 MPav'iC (30 ksii/I.). Beyond this point
the fracture path was entirely transgranular (Fig. 6). Imposition of a 1-min hold time increase
the proportion of the surface characterized by intergranular failure (Fig. 7) so that at crack
lengths below 33 MPavfiim (30 ksi1W) the failure mode was 100% intergranular. Above 33
MPaV¶ (30 ksiy'3.) a large proportion of the surface was characterized by intergranular failure,
but a few grains exhibited a transgranular crack path.

The increase in crack growth rate upon increasing the test temperature from 427'C (800C
F) to 5930 C (1100CF) and the further increase in crack growth rate upon application of a 1-min
hold time are clearly associated with a change in failure mode from transgranular to inter-
granular. It is not clear from these tests alone whether the intergranular failure results from a
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diffusional flow deformation process or from environmental attack, which causes grain
boundary embrittlement. The question of the causitive mechanism would most clearly be
resolved if vacuum tests on the same material were available. Although no information is
available on microstructures, the literature results previously cited on austenitic stainless
steels tested in vacuum [17] show only minor increases in crack growth rate for an increase
in test temperature from 4270C (800°F) to 5930C (1100°F). This would tend to indicate
that the increase in crack growth rate is due to environmental attack rather than diffusional
flow creep processes.

A few qualitative calculations were made to evaluate the possibility of grain boundary
embrittlement due to diffusion of oxygen into the material. One of the most significant
of the SEM observations was the transition in failure mode from intergranular to transgranular.
If this transition was caused by embrittlement due to oxygen diffusion, then the transition
point should provide some measure of the diffusion rate required for embrittlement to occur.

The SEM micrographs of the solution-annealed specimen at 5930C (11000F) with no
hold time showed that after the crack had grown to about 1.625 cm (0.65 in.), the inter-
granular islands disappeared and thereafter the material failed transgranularly. The fatigue
data showed that at a crack length of 1.625 cm (0.65 in.) the crack growth rate da/dN is
2 X 10-4 cm/cycle. For the cycle time of 6 s the effective crack growth rate is approximately
3 X 10-5cm/s. At the temperature of interest, grain boundary diffusion is more rapid then
bulk diffusion, so a comparison of the above rate with a surface diffusion model should
provide some indication of the applicability of the concept. An estimate of the surface
diffusivity was made for a random walk diffusion model where the root-mean-square diffusion
distance Rj is given by (4 Dt)'/2. If R is taken as 2 X 10-4cm and t is 6 s, then the diffusivity
is 1.7 X 10-9 cm 2/s. Data on the grain boundary diffusivity of oxygen in stainless steel were
not available, but a composite equation for grain boundary diffusivity in fcc metals has been
developed by Gjostein [20] and was used for comparison. This equation gives a grain boundary
diffusion coefficient of about 4 X 10-9 cm 2/s for 5930C. Considering the approximations
involved, this is excellent agreement between model and experiment.

An examination of some of the other conditions further confirms consistency with the
model. For example, if one uses Gjostein's value for diffusivity in the random walk equation,
an approximate penetration distance per cycle can be calculated. At 5930C (11000 F) for the
1-min hold time, it is found that the penetration distance per cycle is -1 X 10-3cm, which
exceeds the crack growth rate per cycle for all except the very highest values of AK. This
is consistent with the observation that intergranular failure is observed along the entire crack
path in this specimen. At 4270C (8000 F), Gjostein's value for DGB is 5 X 10-11 cm 2 /s. This
yields a penetration distance of ;1 X 10-5 cm for the 1-min hold-time test, which is less than
the crack growth rate per cycle for all except the very lowest AK values. Again this is con-
sistent with the absence of intergranular failure in the 4270C (8000F) tests.

An analysis of fatigue crack propagation behavior of the solution-annealed Type 316
stainless steel tested in air at 5930C (1100 0F) suggests that the growth rate is strongly
influenced by embrittlement of the grain boundaries as a result of diffusion of oxygen
along grain boundaries ahead of the growing crack. This conclusion is reached because (a)
the increase in crack growth rate with temperature is much greater in air than in vacuum,
and (b) an intergranular failure mode occurs under conditions where the penetration distance
for oxygen diffusion along grain boundaries exceeds the crack growth rate per cycle.
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Aged Material Tested at 5930 C (11000F)

The aging of Type 316 stainless steel at 5930C (110{oF) for 5000 h resulted in a
decrease in crack growth rate as compared to the solution-annealed material tested at 5930
C (1101fF) described above. In addition, hold times up to 1.0 min imposed on the loading
cycle had no effect on crack growth rate. SEM examination of the specimens showed the
crack path to be transgranular in all tests, although it showed a ductile rupture type of
failure. Since the opportunity for environmental attack is the same for both material condi-
tions, it can be concluded that the aging treatment has strengthened the grain boundaries
so that they are no longer the point of failure initiation even when embrittled by penetration
of the oxygen. This is consistent with the precipitation of M23 C6 carbides along grain
boundaries, which would be expected to occur in austenitic stainless steels given this heat
treatment 121]. The precipitate structure is readily visible in the SEM micrographs. The
crack growth rate was approximately the same as that observed in the 427CC (8000F) test
of solution-annealed material at AK values below 44 MPas/im (40 ksi/ii). This implies that
the controlling deformation process must be similar in nature to that in the 427CC (800F)
test of the solution-annealed material. This conclusion is reached in spite of the fact that
the predominant features observed in the SEM examination of the surface were microvoids
which had nucleated at precipitates and then ruptured by tearing the ligaments between the
voids. Fatigue striations can be seen at the high-AK end of the specimen, and they can also
be seen at the low-AK end of the specimen when the surface is still covered with a light film
of oxide. The fatigue striations are not easily seen after the surface is cleaned, apparently
because the microvoids are of the same size as the striation markings. The irregularity of the
surface around the microvoid tends to obscure the striations except when they are covered
with a thin layer of oxide that reveals the topographic relief. The formation and coalescence
of microvoids seem to influence only the final failure process and indicate a matrix that has
good ducility but has some reduction in overall specimen ductility due to early initiation of
voids at the precipitates (Fig. 8 and 9). The imposition of hold time on the loading cycle
does not produce any significant change in the appearance of the fracture surface. This is
consistent with the fatigue data which showed no hold-time effect.

COMPARISON OF MODEL WITH PREVIOUS
INTERPRETATIONS

The model of FCP developed in the current study with the additional information
provided by SEM characterization of the fracture surfaces is as follows:

* Fatigue crack propagation data for annealed Type 316 stainless steel can be described
in terms of the empirical relationship, da/dN = C(AKIE)n. Data for tests conducted in vacuum
at temperatures up to 600oC can be described by the same curve and should show no hold-
time effects. The introduction of air causes an immediate increase in crack growth rate by a
factor of 3 at all temperatures from room temperature up to at least 430 0C. In this tem-
perature range the crack path is transgranular and the air environment produces no change in
surface appearance. In addition, no hold-time effects are observed in the above temperature
range for times up to I min. An increase in temperature to 600C causes embrittlement of
the grain boundaries as a result of diffusion of oxygen along the grain boundaries, a change
to an intergranular mode of failure, and an accompanying increase in crack growth rate.
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The degree of intergranular failure is controlled by the distance that the oxygen can diffuse
ahead of the crack tip during a cycle, so the crack growth rate, hold time, and temperature
all influence the extent of embrittlement. Aging the material produces precipitation both
at the grain boundaries and in the matrix. Strengthening of the grain boundaries is such
that intergranular failure is no longer favored at 6000C and no hold-time effects are observed.

* An upper limit to the AK range is imposed by KId, and the slope of the curve should
increase rapidly as this limit is approached. No inflection points in the curves would be pre-
dicted from the analysis of LEFM, and no change in microstructural features was observed
that could be correlated with the inflection points observed in some of the curves.

The principal questions open to discussion in these results are as follows

(1) The existence of a general behavior trend that describes all the results

(2) The cause of the increased crack growth rate in the solution-annealed material
when the test temperature is raised from 4270 (8000 F) to 5930C (1101fF)

(3) The origin of the hold time effects in the solution-annealed material at 5930C
(11000F)

(4) The effect of aging on the fatigue crack propagation behavior at 5938C (1100 0 F)

(5) The significance of the sharp changes in slope exhibited in a number of the fatigue
curves.

Discussions and interpretations of the test results in the previous publications [1-3] are
summarized and discussed for each of these questions.. With regard to question 1, both
Shahinian et al. [11 and Michel et al. [2,3] plotted the experimental data in the form of
the log (da/dN) vs log AK curves to show generalized behavior trends. No clear distinction
was made as to why air tests would show deviations from this behavior. Shahinian [11]
had also noted that the temperature dependence of the crack growth could be explained by
the temperature dependence of E for tests conducted in vacuum. Michel et al. [2] applied
the oxygen adsorption model [19] to show that the surface of the crack would be covered
by an oxygen monolayer at 4270C (8000F) and that this could produce an increase in crack
growth rate over that expected in a vacuum test.

In questions 2 and 3, which are related, there is a difference of interpretation between
the present model and that previously proposed in Refs. 1-3. Shahinian et al. [1] ascribe
the accelerated crack growth rate at 59300 (11000F) in air and the effects of hold time to
the operation of creep processes. Michel et al. [21 made use of the oxygen adsorption model
to show that the surface was saturated well below 4270C (8000 F) and concluded that the air
environment should produce no further change in the environmental frequency effect at
higher temperatures. SEM evidence shows that there is a change in failure mode from trans-
graunlar to intergranular that accompanies these changes in test conditions, and we conclude
that this change in mode is responsible for the increase in crack growth rate. Creep processes
do occur in austenitic stainless steels at 5930C (11000F), as can be seen from the Ashby de-
formation mechanism maps [12]. However, literature references [17] on crack propagation
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tests on Type 316 stainless steel in vacuum show no increase in crack growth rate com-
parable to that observed in the air tests in going from 4270 C (8000F) to 5930C (11000F).
The ultimate test for this question would be a vacuum test of the same heat of material as
was used in the previous experiments [1-3], but the current evidence appears to support
environmental attack of the grain boundaries.

Question 4, concerning the effect of aging on the crack growth rate at 593 C (11000F),
also is interpreted differently in previous publications. Michel and Smith [3] suggest that
the crack growth in the aged material decreases from that in the solution-annealed material,
possibly because of crack blunting by the precipitates in the matrix. The present authors
suggest that the effect of aging is to strengthen the grain boundaries so as to suppress inter-
granular failure and that the transgranular crack growth rate observed in this specimen is
in fact about what would be predicted if a correction for the temperature dependence of
E were applied to the 4270C (800SF) data. It is further submitted that merely strengthening
the matrix would increase rather than decrease the degree of intergranular failure observed in
the solution-annealed material tested at 5930C (11000F).

For question 5, concerning the changes in slope of the log (da/dN) vs log AK curves,
the previous papers offer no interpretations, although Shanhinian comments in a paper on
304 stainless steel and cold-worked 316 [2211 that crack branching or nucleation of cracks
ahead of the main crack was sometimes observed near the end of the tests.

CONCLUSIONS

SEM examination of the fracture surfaces of fatigue specimens of Type 316 stainless
steel previously tested at elevated temperatures in air [1-3] has provided some useful insight
into the crack propagation behavior of this material. The specimens examined were in three
basic combinations of material condition and test temperature - (a) solution-annealed
material tested at 427CC (800 0F), (b) solution-annealed material tested at 5930C (11001F),
and (c) material aged at 5930C (11000F) for 5000 h and tested at 593C (11000F). Hold-time
tests of 0.1 and I min were also conducted for each combination. Significant observations
are as follows:

1. The solution-annealed material tested at 427tC 8000F exhibits fatigue striations
indicative of ductile failure processes. Although test data indicated an acceleration in
crack growth rate relative to vacuum tests cited in the literature, there was no obvious
indication of a change in failure mechanism on the fracture surface.

2. The solution-annealed material tested at 5930C (11000F) shows patches of inter-
granular failure in the low-AK range of the test. The percentage of intergranular failure
increased with hold time and extended over the entire range of AK in the test for 1-min
hold-time. An analysis of possible failure processes points toward environmental attack by
diffusion of oxygen along grain boundaries as the responsible mechanism for the change to
intergranular failure mode and the attendant increase in crack growth rate relative to the
4270C (800F) test.

3. The aged material tested at 5930C (11000F) exhibited a ductile rupture type of
failure with microvoids nucleating on the precipitates which formed during aging. No
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intergranular failure was observed and it was concluded that the aging treatment
effectively strengthened the grain boundaries, preventing intergranular failure and
to reducing the crack growth rate relative to the growth rate of solution-annealed
material tested at 593CC (11000F).

4. A consideration of possible causes for the inflection points in the log da/dN vs
log AK curves did not uncover any mechanisms which might be responsible. Either
crack branching or deformation, which would invalidate the fracture mechanics
approach, seem to be the most probable causes for the inflection points, but this
remains to be established conclusively.
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